98 (uwsm MUELLER® SUPER CENTURION®
" FIRE HYDRANT

Rev. 8-04

A-421 4-172" main valve opening three way (two es and one pumper nozzle)
A-423 5-1/4" main valve opeaing three way (two hose nozzles and one puwmper nozzle)
Super Centurion 200™ 2-way catalog numbers

(approved to ANSI/AWWA C502 Standards) -

A-420 4-1/2" main valve opening two way (two hose nozzles)

A-422 5-1/4" main valve opening two way (two hose nozzles)

A-425 5-1/4" main valve opening two way (two pumper nozzles)

Super Centurion 200™ 1-way catalog number

(approved to ANSVAWWA. C502 Standards)-

A-424 4-1/2" main valve opening one way (one pumper nozzle)

10 yeat limited wartanty on material and workmanship
Meets all applicable parts of ANSI/AWWA. C502 Standard
Post type dry barrel design

Dry top design with O-ring sealed ol reservoir

Traffic feature with stainless stecl safety stem coupling

0O 000 LC .

Compression-type main valve closes with pressure fox positive seal; it is made of rubber
and is conveniently reversible providing a spare for long service life

Operating nut available in wide varicty of shapes and sizes-open left or right

Field replaccable hose and pumper nozzles

Tlose and pumper nozzles have large radius, full flow openings for low friction loss
Contoured shoe is designed for full flow

Dual bronze drain valves provide effective barre] drainage
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250 psig (1723 kPa) maxionm working pressure, 500 psig (3447 kPa) static test pressure for 3-way hydrants;
200 psig (1379 kPa) maximum working pressurc, 400 psig (2758 kPa) static test pressure for 2-way and 1-way hydsants
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MUELLER® SUPER CENTURION®
FIRE HYDRANT PARTS

MUELLER Stiper Canturion Fire Hydrant Parts

Cat. | Description Matorial |Materlal
ﬂm : standard
A-1 | Operating put Bronze ASTM B38d
A-2 | Weather cap (not shown; usedt only on pre-1983 mddels) | Cast iron ASTM A126 CL.B
A-3 | Hold down nut O-ring o Rubber ASTM D200) BUNA N
|44 | Hold down nut (aotshown; used only on pre-1988 models) | Bromze ASTM B534
A5 |Ponnet O-ring Rubber  |ASTM D2000 BUNA N
A-6 | Anti-friction washer Celcon ! )
A7 |Oilplug Brass ASTM 516
A-8  |Bonnet Cast iron ASTM AL26 CL.B
A9 |Bonnet bolt and nut Steel ASTM A307 Plated
A-10 139%!}%% (ll-ﬁym 3;;3 m&,ﬂij g:m Rubber ASTM D2000 BUNA N
A~11 |Upper stem : } Steel ASTM A576 GR.B
A-12 |Stem Q-ring i Rubber ASTM D2000 BUMNA N
A-13 | Nozrie lock Stainlecs stee] | ASTM A276
IA~14 | Pumper nozzle | Bronze | ASTM B534
A-15 | Pumiper nugede gusket Rubber ASTM L2000 Neoprene
A~16_| Pumper nozzle O-ring Rubber ASTM D2000 BUNA N
A-17 | Pumper pozzle cap Castiron  |ASTM A126 CL.B
A-18 |Hose nozzle Bronze ASTM B384
A-19 |Hose nozzle gasket | Rubber ASTM D2000 Neoprene |
A-20 |Hose nozzle O-ring Rubber ASTM D200J BUNA N
A-21 Hose nozzle cap Castiron ASEM AI26CLB
A2 chain Steel Plated
A-23 | Chain ring Steel [ Plated
424 | Upper bamel less nozzles Castiron  |ASTM A)26 CL.B
A-25 | Safery coupling Stainless steel | ASTM A850
A-26 | Safety flange bolt and nut Steel ASTM A307 Plated
A-27 | Safcey hange O-ting (1997 and newer modls; Rubber  [ASTMD20O0BUNAN |
Dre-1997 models have flat gasket) .
A-28 |Safety flange Castiron ASTM A126 CL.B
A-29 | Cotter pin Stainless sel |ASTM A276
A-30 | Clevls pin Stainless steel | ASTM A276
|A-31 |Lower stera | Suex. ASTM AS576 GR.B
A-37 |Lower barrel (Castiron | ASTM A26 CL.B
A-33 |Stem pin Siainless steel |ASTM 4276
A-34 | Drain valve facing Piastic
A-35 | Drain valve screw Stainless stee]l | ASTM 4276
.A-36_ | Upper valve plate (includss A-34 and 4.35) Bronge ASTM B384
A-37 | Shoe bolt and nut Steel | ASTM A307 Plated
A38 ?ﬁfg%%“ﬁ&‘iﬂ%ﬁ?jﬁ% vewsrmodels; [Rubber  [ASTMD2WOBUNAN |
A-39 | Sest ring top O-ring Rubber ASTM D2000 BUNA N
A-40 |Drain ring Lousing . Cast iron ASTMAI26 CLB
A-41 | Drain r%hwn%bolt and nut (not shown: v only | Steei ASTM A307 Plated
on pre-1 el hydrants) .
A42 |Dringng - |Bro, ASTM B§a4
A43 |Seargng vt Bronze ASTM BSR4
A-44 |Seatring bottom O-ring . Rubber ASTM D2000 BUNA N
T e T
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feversible main valve < not shown)
1447 |Cep nut seal Kubber ASTM D2000 )
|A-48 [Lock washer Stainless steel | ASTM A276 ; |
A-49 | Lower valve plate nut Cast iron ASTM A126 CLEB
A-50 | Shoe** Caat itom ASTM A126 CL.B
A-84 |Hold down put - Bronze ASTM B384
A-85 |Weather sma] Rubber ASTM D2000
A-51_;10.9 oz hydrant lubricalng oil (ot shows) , T

* 'Pre-1997 models may be upgraded to us

valve plate with the 1997 model.
g MJ shoe is Ductile Iron, ASTM A536 Grade 8545-12,

' SEE PAGE 9.28 FOR ORDERING INSTRUCTIONS
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@ the reversible main valve by also replacing the lower




